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Bauseits am Bedienpult bereitstellen:
Netzanschluss:
© 3PH, 400V, 50Hz/60HZ Cable[13L+PE/ 4*1.5%/ Lange 3m/ 16A
J'» - [¢e) 3PH, 230V, 50Hz/60HZ Cablell 3L+PE/ 4*1.5%/ Lange 3m/ 25A max. Belastung auf den Grundrahmen der Hebebtihne
© 1PH, 230V, 50Hz /60HZ Cablel] L+N+PE/ 3*2.5%/ Lange 3m/ 32A max. load acting on the base frame
L Motorleistung: 3 kW Eigengewicht / own weight ca.700kg
ik Prepared by customer at the main operating unit:
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MaR- und Konstruktionsédnderungen vorbehalten!

subject to alterations!

UNLESS OTHERWISE NOTED:

DO NOT SCALE DRAWING

DS35EX

ANGULAR DIMENSIONS: +/- 1 *
OTHER DIMENSIONS: ~ +/- 0.8mm (<305mm)
+/- 1.6mm (>or= 305mm)

UNLESS OTHERWISE SPECIFIED:
0.8mm MIN. CORNER BREAK
REMOVE ALL BURRS

Unterflur / Inground

Tragfahigkeit: max.3500kg
capacity

Alle Maf3e in Millimeter
all dimensions in millimeter
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The design and detail illustrated in this drawing is the property of Vehicle
Service Group.It is being loaned with the expressed condition that it will not be
duplicated or used except by permission and is subject to return upon request.
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